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RANDOM ACCESS MEMORY
ARCHITECTURE FOR READING BIT
STATES

CROSS REFERENCE TO RELATED
APPLICATION

This application claims the benefit of U.S. Provisional
Application No. 61/576,197 filed 15 Dec. 2011.

FIELD

The present invention generally relates to magnetic ran-
dom access memory (MRAM) architecture and more particu-
larly to a circuit for determining the state of the bits in a
magnetic tunnel junction (MTJ) array.

BACKGROUND

Thin film magnetoresistive random access memory
(MRAM), which includes a plurality of magnetic tunnel junc-
tion (MTJ) cells, can be fabricated in a variety of memory cell
embodiments. The MTJ cell essentially includes a pair of
magnetic layers with an insulating layer sandwiched therebe-
tween. One of the magnetic layers has a fixed magnetic vector
and the other magnetic layer has a changeable (free) magnetic
vector that is stable when either aligned with or opposed to the
fixed magnetic vector. When the magnetic vectors are
aligned, the resistance of the MTIJ cell, i.e. the resistance to
current flow between the magnetic layers, is a minimum,
Rmin, and when the magnetic vectors are opposed, or mis-
aligned, the resistance of the MTJ cell is a maximum, Rmax.
The logic state of the MTJ cell is usually determined by a
direct or indirect measurement of its electrical resistance.

Different read schemes have been proposed to determine
the logic state of MTJ cells in an MRAM array. In the case of
midpoint approaches, a read signal is applied to a given MTJ
cell and an electrical property is measured and compared to a
reference value in order to determine its logic state. For
example, a sense amplifier can be used to measure the current
passing through a cell in response to a voltage drop across the
MT]J. The reference signal can be set as the midpoint of the
current flowing through a reference bit in the low state and a
reference bit in the high state.

Process variations, such as dielectric thickness or MTJ
size, will cause the resistances Rmin and Rmax to vary within
different cells of the array. Midpoint reference read tech-
niques require high magneto-resistance (MR) in order to pro-
vide sufficient separation of the Rmin and Rmax distributions
to reliably determine the logic state of the cell. Given the
resistance and MR distributions measured in MRAM arrays,
achieving MR values required for midpoint read approaches
can be challenging.

Self-reference techniques have been developed to over-
come the shortcomings of midpoint techniques and to provide
areliable way of determining the MTJ cell logic state without
requiring high MR. In this case, the resistance of a MTJ cell
is first sampled, then the MTJ cell is written to a known state,
and finally the resistance of the cell is sampled again and
compared to the first value. The comparison of the resistance
of the cell before and after the write operation allows deter-
mining its logic state. This process is called a destructive read
since the initial state of the MTJ cell is lost during the read
operation.

Although self-reference techniques provide a better sensi-
tivity than midpoint techniques, they have several disadvan-
tages. The destructive read requires the MTJ cell to be written
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back to its initial state after the read operation is completed.
The write operations involved during the read result in
increased power consumption, longer cycle times, and addi-
tional stress of the tunnel junction eventually leading to
reduced lifetime of the memory.

Accordingly, it is desirable to use an MTJ configuration in
a midpoint reference MRAM without requiring a high MR.
Furthermore, other desirable features and characteristics of
the present invention will become apparent from the subse-
quent detailed description and the appended claims, taken in
conjunction with the accompanying drawings and this back-
ground.

BRIEF SUMMARY

An architecture and method are provided for determining a
MT] cell logic state based on the measurement of the rectified
electrical signal generated in response to an oscillatory sens-
ing signal.

In an exemplary embodiment, a method of reading a mag-
netic tunnel junction cell comprises applying an oscillating
signal to the magnetic tunnel junction cell; measuring the
rectified signal across the magnetic tunnel junction cell; com-
paring the rectified signal with a reference signal; and deter-
mining the state of the magnetic tunnel junction cell based on
the comparing step.

In another exemplary embodiment, a random access
memory architecture includes a plurality of magnetic
memory bits, each magnetic memory bit having a program-
mable state comprising one of a first resistance state and a
second resistance state; a sensing unit configured to apply an
oscillating signal to each of the magnetic memory bits; and a
read logic selectively coupled to each of the magnetic
memory bits and configured to sense whether each magnetic
memory bit is in the first or second resistance state.

In yet another exemplary embodiment, a magnetoresistive
random access memory includes an array of memory cells,
each memory cell having a programmable state consisting of
one of a first resistance state and a second resistance state; a
sensing unit configured to apply an oscillating signal to each
of'the memory cells; and a read logic configured to measure a
rectified signal across each of the memory cells and compare
the rectified signal with a reference signal to determine if the
cell is in the first or second resistance state.

BRIEF DESCRIPTION OF THE DRAWINGS

Embodiments of the present invention will hereinafter be
described in conjunction with the following drawing figures,
wherein like numerals denote like elements, and

FIG. 1 is a graph of typical normalized resistance of a
magnetic bit as a function of applied magnetic field;

FIG. 2 is a graph of normalized rectified voltage of a
magnetic bit subjected to a microwave current as a function of
applied magnetic field in accordance with the exemplary
embodiments;

FIG. 3 is a graph of normalized resistance of a magnetic bit
as a function of an applied voltage pulse of 100 ns while a
strong external magnetic field maintained the bit in a given
state;

FIG. 4 is a schematic diagram of circuitry for reading a
magnetic bit of an array in accordance with a first exemplary
embodiment;

FIG. 5 is a schematic diagram of circuitry for reading a
magnetic bit of an array in accordance with a second exem-
plary embodiment; and
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FIG. 6 is a flow chart of the steps for determining the state
of'a magnetic bit in accordance with the exemplary embodi-
ments.

DETAILED DESCRIPTION

The following detailed description is merely illustrative in
nature and is not intended to limit the embodiments of the
subject matter or the application and uses of such embodi-
ments. Any implementation described herein as exemplary is
not necessarily to be construed as preferred or advantageous
over other implementations. Furthermore, there is no inten-
tion to be bound by any expressed or implied theory presented
in the preceding technical field, background, brief summary,
or the following detailed description.

The disclosed read technique involves determining a MTJ
cell logic state based on the measurement of the rectified
electrical signal generated in response to an oscillatory sens-
ing signal. Rectification effects are observed in a variety of
non-linear systems. One of their manifestations is the genera-
tion of a time independent signal in response to an oscillating
excitation. MTJs are non-linear systems since the resistance
of the junction depends on the applied voltage or applied
current. An oscillating voltage across the junction will cause
its resistance to oscillate at the same frequency. The product
of the oscillating resistance and oscillating voltage will give
rise to a time independent current. The magnitude of the
rectified signal (either a voltage or a current) is directly
related to the non-linearity of the device. In the case of MTJs,
the resistance dependence with applied voltage shows a
strong asymmetry between the low and high states. There-
fore, the rectified signal will strongly depend on the MTJ
state. In some cases, the relative variation in the rectified
signal can greatly exceed the device magneto-resistance.

Magnetoresistance is the property of a material to change
the value of its electrical resistance depending on its magnetic
state. Typically, for a structure with two ferromagnetic layers
separated by a conductive or tunneling spacer, the resistance
is highest when the magnetization of the second magnetic
layer is antiparallel to that of the first magnetic layer, and
lowest when they are parallel.

The traditional MRAM switching technique, using mag-
netic fields generated by current-carrying lines adjacent to the
memory element has some practical limitations, particularly
when the design calls for scaling the bit cell to smaller dimen-
sions. For example, decreasing the physical size of the MTJ
elements results in lower stability against unwanted magne-
tization reversal due to thermal fluctuations, because the
energy barrier to thermal reversal decreases with decreasing
free layer volume.

A spin torque magnetoresistive random access memory
(ST-MRAM) array includes write current drivers and sense-
amplifiers positioned near a plurality of magnetoresistive
bits. A write, or program, operation begins when a current of
either one of the two different and opposite polarities is
applied through the magnetic storage element, e.g., MTJ. A
spin transfer torque (STT) current is applied to selected ones
of the magnetoresistive bits to switch the selected bit to the
desired programmed state.

Briefly, a current becomes spin-polarized after the elec-
trons pass through the first magnetic layer in a magnet/non-
magnet/magnet trilayer structure, where the first magnetic
layer is substantially fixed in its magnetic orientation by any
one of a number of methods known in the art. The spin-
polarized electrons cross the nonmagnetic spacer and then,
through conservation of spin angular momentum, exert a spin
torque on the second magnetic layer, which switches the
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magnetic orientation of the second layer to be parallel to the
magnetic orientation of the first layer. If a current of the
opposite polarity is applied, the electrons instead pass first
through the second magnetic layer. After crossing the non-
magnetic spacer, a spin torque is applied to the first magnetic
layer. However, since its magnetization is fixed, the first mag-
netic layer does not switch. Simultaneously, a fraction of the
electrons will then reflect off the first magnetic layer and
travel back across the nonmagnetic spacer before interacting
with the second magnetic layer. In this case, the spin torque
acts so as to switch the magnetic orientation of the second
layer to be anti-parallel to the magnetic orientation of the first
layer. Spin-torque switching occurs only when the current
exceeds the critical current I .. of the element. The spin-torque
switching current used by the circuit is chosen to be some-
what above the average I . of the memory elements so that all
elements will switch reliably when the switching current is
applied.

For simplicity and clarity of illustration, the drawing fig-
ures depict the general structure and/or manner of construc-
tion of the various embodiments. Descriptions and details of
well-known features and techniques may be omitted to avoid
unnecessarily obscuring other features. Elements in the draw-
ings figures are not necessarily drawn to scale: the dimensions
of some features may be exaggerated relative to other ele-
ments to assist improve understanding of the example
embodiments.

Terms of enumeration such as “first,” “second,” “third,”
and the like may be used for distinguishing between similar
elements and not necessarily for describing a particular spa-
tial or chronological order. These terms, so used, are inter-
changeable under appropriate circumstances. The embodi-
ments of the invention described herein are, for example,
capable of use in sequences other than those illustrated or
otherwise described herein.

The terms “comprise,” “include,” “have” and any varia-
tions thereof are used synonymously to denote non-exclusive
inclusion. The term “exemplary” is used in the sense of
“example,” rather than “ideal.”

In the interest of conciseness, conventional techniques,
structures, and principles known by those skilled in the art
may not be described herein, including, for example, standard
magnetic random access memory (MRAM) process tech-
niques, fundamental principles of magnetism, and basic
operational principles of memory devices.

During the course of this description, like numbers may be
used to identify like elements according to the different fig-
ures that illustrate the various exemplary embodiments.

Techniques and technologies may be described herein in
terms of functional and/or logical block components, and
with reference to symbolic representations of operations, pro-
cessing tasks, and functions that may be performed by various
computing components or devices. Such operations, tasks,
and functions are sometimes referred to as being computer-
executed, computerized, software-implemented, or com-
puter-implemented. In practice, one or more processor
devices can carry out the described operations, tasks, and
functions by manipulating electrical signals representing data
bits at memory locations in the system memory, as well as
other processing of signals. The memory locations where data
bits are maintained are physical locations that have particular
electrical, magnetic, optical, resistive, or organic properties
corresponding to the data bits. It should be appreciated that
the various clock, signal, logic, and functional components
shown in the figures may be realized by any number of hard-
ware, software, and/or firmware components configured to
perform the specified functions. For example, an embodiment
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of a system or a component may employ various integrated
circuit components, e.g., memory elements, digital signal
processing elements, logic elements, look-up tables, or the
like, which may carry out a variety of functions under the
control of one or more microprocessors or other control
devices.

For the sake of brevity, conventional techniques related to
programming memory, and other functional aspects of cer-
tain systems and subsystems (and the individual operating
components thereof) may not be described in detail herein.
Furthermore, the connecting lines shown in the various fig-
ures contained herein are intended to represent exemplary
functional relationships and/or physical couplings between
the various elements. It should be noted that many alternative
or additional functional relationships or physical connections
may be present in an embodiment of the subject matter.

FIG. 1 illustrates the magneto-resistance curve of a typical
MT]J cell having an external magnetic field switch the cell
logic state. A typical magnetic tunnel junction used for
MRAM arrays has a tunnel magneto-resistance (TMR) of
about 100%, meaning that the resistance in the high state 101
is about twice the resistance in the low state 102.

FIG. 2 illustrates the rectified voltage measured across the
same MTIJ cell when a microwave current is passed through
the cell in accordance with one exemplary embodiment. An
external magnetic field was used to switch the cell logic state.
The amplitude of the rectified voltage is about ten times
higher in the high state 201 than in the low state 202.

Using rectified signals for determining a MTJ cell logic
state can enable a midpoint read approach without requiring
high MR. The read operation comprises submitting the MTJ
cell to an oscillatory excitation signal, measuring the rectified
signal generated, and comparing the rectified signal to a ref-
erence.

In a first exemplary embodiment, the sensing signal is an
oscillatory voltage applied to the MTJ. The rectified current
generated in response to the sensing signal is used to deter-
mine the MTJ cell state. For a spin-torque MRAM array, the
oscillatory signal preferably has a low magnitude in order to
prevent read disturbs of the bits. The duration of the oscilla-
tory signal is longer than the oscillatory period, preferably at
least 2 or 3 times the period to allow the rectified signal to
settle on a magnitude. In order to achieve fast read operation,
typically less than 10 ns, the oscillatory signal frequency is
preferably in the GHz range.

In accordance with the exemplary embodiments, FIG. 3
shows the MTJ resistance dependence with applied voltage,
in the high state 301 and the low state 302. The device non-
linearity changes significantly in the high state but remains
small in the low state. The rectified signal asymmetry can be
improved by applying a DC bias voltage to the MTJ. The bias
voltage is preferably chosen to be small in order to avoid read
disturbs. The bias voltage sets the operating point in the slope
of the high resistance state characteristics and its polarity is
chosen to maximize the slope.

The variation in rectified signal amplitude with the MTJ
cell resistance state can be optimized by matching the sensing
signal frequency with the ferromagnetic resonance of the
MT]J. Magnetic tunnel junctions are resonant systems and can
show multiple resonance peaks. The resonance of the uniform
mode is called ferromagnetic resonance (FMR). The magni-
tude of the rectified signal is enhanced when the frequency of
the oscillatory excitation is chosen to be at the MTJ reso-
nance. The frequency of the MTJ resonance depends on the
internal magnetic field and therefore can be state-dependent.
For example, in the presence of interlayer coupling through
the tunnel barrier, the internal magnetic field acting on the
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6
free layer is different in the high and low states. Since the high
state exhibits stronger non-linearity than the low state, it is
preferable to match the oscillatory signal frequency with the
high state resonance frequency and thus enhance the variation
of the read rectified signal with MTJ state.

Referring to FIG. 4 and in accordance with the first exem-
plary embodiment, an MRAM array 430 is coupled to the
sensing unit 412 and read logic 414. The sensing unit 412
generates an oscillating signal, and may, in some embodi-
ments, also generate a DC bias signal. The array 430 includes
a plurality of columns 416, 418, each including a plurality of
magnetic bits 420. One of a plurality of select transistors 422
is coupled to each column 416, 418 at node 424 and to the read
logic 414.

In operation, an oscillatory signal is sent through the mag-
netic bit 420 from the sensing unit 412 via conductors 413,
421. Due to rectification effects, a DC signal is generated
across the tunnel junction of the magnetic bit 420. The mag-
nitude of this rectified signal is dependent on the non-linearity
of'the magnetic bit 420. Since the magnetic bit 420 resistance
non-linearity in the high state is much greater than in the low
state, the signal in the high state is much greater than the
signal in the low state. The rectified signal measured is com-
pared to a reference signal to determine the state (high or low)
of'the magnetic bit. The rectified signal can be measured as a
voltage across the magnetic bit 420 at conductor 421 and node
424, or as a current through the memory cell 420, respec-
tively.

In a second exemplary embodiment, an oscillatory current
is passed through a metal line adjacent to the MTJ. The
current induces an electromagnetic field that couples to the
magnetization of the MT1J free layer and generates a rectified
signal across the MTJ. The field line is preferably close to the
bits to minimize the power required for the oscillatory signal.
The field line may be formed adjacent to a plurality of bits,
allowing for reading of the bits in parallel. As in the first
exemplary embodiment, the duration of the oscillatory signal
is longer than the oscillatory period, preferably at least 2 or 3
times the period to allow the rectified signal to settle on a
magnitude. Further optimizations of the rectified signal
amplitude by applying a DC bias to the MTJ or matching the
oscillatory signal frequency to the MTJ resonance frequency
may also be used with this second exemplary embodiment.

In accordance with the second exemplary embodiment, an
MRAM array 530 (FIG. 5) is coupled to a sensing unit 512
and read logic 514. The sensing unit 512 generates an oscil-
lating signal. The array 530 includes a plurality of columns
516, 518, each including a plurality of magnetic bits 520. One
of'a plurality of select transistors 522 is coupled between each
column 516, 518 at node 524 and the read logic 514.

In operation, an oscillatory signal is sent through a conduc-
tive line 532 adjacent each magnetic bit 520 from the sensing
unit 512. Due to rectification effects, a DC signal is generated
across the tunnel junction. The magnitude of the rectified
signal is dependent on the non-linearity of the magnetic bit
520. Since the magnetic bit 520 resistance non-linearity in the
high state is much greater than in the low state, the signal in
the high state is much greater than the signal in the low state.
The rectified signal measured is compared to a reference
signal to determine the state (high or low) of the magnetic bit.
The rectified signal can be measured as a voltage across the
magnetic bit 520 at conductor 521 and node 524, or as a
current through the memory cell 520, respectively.

The reference signal used to determine the bit (memory
cell) state can be a midpoint from rectified signals measured
on an assembly of reference bits set in high and low states. It
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could also be an arbitrary signal, voltage or current, that
would not require the use of reference bits.

Each of the exemplary embodiments can be used for field-
switched MRAM or ST-MRAM arrays.

In both of the described embodiments of FIGS. 4 and 5, the
amplitude of the oscillating signal preferably is kept low. In
the case where the sensing signal is a current passing through
the magnetic bit (FIG. 4), the amplitude of the current needs
to be kept substantially lower than the average switching
current of the magnetic bits to avoid read disturbs. In the case
where the sensing signal is a magnetic field generated by
passing a current through a metal line adjacent to the mag-
netic bit (FIG. 5), the amplitude of the magnetic field needs to
be kept substantially lower than the average switching field of
the magnetic bits to avoid read disturbs. The duration of the
oscillatory signal is longer than the oscillatory period, pref-
erably at least 2 or 3 times the period, to allow the rectified
signal to settle on a magnitude.

In another exemplary embodiment, the rectified signal
asymmetry may be improved by applying a small bias voltage
or current to the MTJ. The bias sets the operating point in the
slope of the high resistance state characteristic, and prefer-
ably is small in order to avoid read disturbs. The bias polarity
is chosen to maximize the non-linearity asymmetry between
the high and low states.

In yet another exemplary embodiment, the resonant nature
of magnetic tunnel junctions may be used to enhance the
rectified signal. When the input signal frequency matches the
MTJ’s ferromagnetic resonance, the amplitude of the recti-
fied signal can be improved by an order of magnitude or more.
For MTJs with different ferromagnetic resonances in the high
and low states, for example, resulting from interlayer cou-
pling, the frequency of the input signal could be adjusted to
match the ferromagnetic resonance in the high state. This
adjustment would further improve the rectified signal asym-
metry and, therefore, the read sensitivity.

Referring to FIG. 6, a method 600 of reading an MTJ
memory cell in accordance with the exemplary embodiments
includes providing 602 an oscillatory signal through or near
the MTJ and measuring 604 a rectified signal across the MTJ.
The rectified signal is compared 606 to a reference signal for
determining 608 the memory cell logic state.

Therefore, providing an oscillatory signal through or near
a magnetic tunnel junction bit generates a rectified signal
across the bit that is easily compared with a reference signal
for determining the state of the bit. The midpoint reference
accurately assesses the state of a single MTJ in a plurality of
MT]Js.

While at least one exemplary embodiment has been pre-
sented in the foregoing detailed description, it should be
appreciated that a vast number of variations exist. It should
also be appreciated that the exemplary embodiment or exem-
plary embodiments are only examples, and are not intended to
limit the scope, applicability, or configuration of the invention
in any way. Rather, the foregoing detailed description will
provide those skilled in the art with a convenient road map for
implementing an exemplary embodiment of the invention, it
being understood that various changes may be made in the
function and arrangement of elements described in an exem-
plary embodiment without departing from the scope of the
invention as set forth in the appended claims.

The invention claimed is:

1. A method of reading a data state stored in a magnetic
tunnel junction cell, the method comprising:

applying an oscillating signal to the magnetic tunnel junc-

tion cell to read the data state stored therein, wherein
applying the oscillating signal includes applying an
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oscillating voltage across the magnetic tunnel junction
cell that causes an oscillating resistance of the magnetic
tunnel junction cell, wherein the oscillating resistance of
the magnetic tunnel junction cell has a same frequency
of oscillation as the oscillating voltage;

measuring a time-independent DC signal across the mag-
netic tunnel junction cell while applying the oscillating
signal to the magnetic tunnel junction cell, the time-
independent DC signal being generated by the magnetic
tunnel junction cell in response to applying the oscillat-
ing signal to the magnetic tunnel junction cell, wherein
the time-independent DC signal is a product of the oscil-
lating resistance of the magnetic tunnel junction cell and
the oscillating voltage; and

determining the data state stored in the magnetic tunnel
junction cell by comparing the time-independent DC
signal to a reference signal.

2. The method of claim 1 wherein applying the oscillating
signal to the magnetic tunnel junction cell further includes
applying the oscillating signal through the magnetic tunnel
junction cell.

3. The method of claim 1 further comprising:

causing a frequency of the oscillating signal to match a
resonance frequency of the magnetic tunnel junction cell
when in one of a high state or a low state.

4. The method of claim 1 further comprising:

applying an additional bias signal to the magnetic tunnel
junction cell to increase a resistance non-linearity.

5. The method of claim 1 wherein applying the oscillating
signal to the magnetic tunnel junction cell further includes
applying the oscillating signal through a conductive line
located near the magnetic tunnel junction cell.

6. The method of claim 2 wherein the oscillating signal
comprises a current having an amplitude substantially lower
than an average switching current of the magnetic tunnel
junction cell.

7. The method of claim 5 wherein applying the oscillating
signal comprises applying a magnetic field having an ampli-
tude substantially lower than an average switching field of a
plurality of magnetic tunnel junction cells.

8. A random access memory comprising:

a magnetic memory bit having a programmable state com-
prising one of a first resistance state and a second resis-
tance state;

a sensing unit configured to apply an oscillating signal to
the magnetic memory bit, wherein applying the oscillat-
ing signal includes applying an oscillating voltage
across the magnetic memory bit that causes an oscillat-
ing resistance of the magnetic memory bit, wherein the
oscillating resistance of the magnetic memory bit has a
same frequency of oscillation as the oscillating voltage;
and

read logic selectively coupled the magnetic memory bit to
read the programmable state stored in the magnetic
memory bit, the read logic including circuitry config-
ured to measure one of a current through the magnetic
memory bit or a voltage across the magnetic memory bit
generated in response to and while applying the oscil-
lating signal to the magnetic memory bit, the read logic
configured to determine whether the magnetic memory
bit is in the first resistance state or the second resistance
state by:
sensing a time-independent DC signal generated by the

magnetic memory bit while the sensing unit applies
the oscillating signal to the magnetic memory bit,
wherein the time-independent DC signal is a product
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of the oscillating resistance of the magnetic memory
bit and the oscillating voltage; and

comparing the time-independent DC signal to a refer-
ence signal.

9. The random access memory of claim 8 further compris-
ing:

circuitry configured to measure one of a current through
the magnetic memory bit or a voltage across the mag-
netic memory bit generated in response to and while
applying the oscillating signal through a conductive line
adjacent to the magnetic memory bit.

10. The random access memory of claim 8 wherein the
sensing unit is configured to apply the oscillating signal with
a frequency matching the resonance frequency of the mag-
netic memory bit in one of a high state or a low state.

11. The random access memory of claim 8 wherein the
sensing unit is configured to apply a bias signal to the mag-
netic memory bit to increase a resistance non-linearity.

12. The random access memory of claim 8 wherein the
oscillating signal comprises a current having an amplitude
substantially lower than an average switching current of a
plurality of magnetic memory bits.

13. The random access memory of claim 8 wherein the
oscillating signal comprises a magnetic field and the ampli-
tude of the magnetic field is substantially lower than an aver-
age switching field of a plurality of magnetic memory bits.

14. A magnetoresistive random access memory compris-
ing:

an array of memory cells, each memory cell includes a
magnetic tunnel junction to store a programmable state
including a first resistance state or a second resistance
state;

a sensing unit electrically coupled to a plurality of memory
cells of the array of memory cells and configured to
apply an oscillating signal to each of the plurality of
memory cells, wherein applying the oscillating signal to
each of the plurality of memory cells includes applying
an oscillating voltage across the memory cell that causes
an oscillating resistance of the memory cell, wherein the
oscillating resistance of the memory cell has a same
frequency of oscillation as the oscillating voltage; and

read logic electrically coupled to the array of memory cells
and configured to read the programmable state stored in
the magnetic tunnel junction of each memory cell of the
plurality of memory cells, wherein the read logic is
configured to, for each memory cell of the plurality of
memory cells:
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(1) measure a time-independent DC signal generated by
the magnetic tunnel junction of the memory cell while
the sensing unit applies the oscillating signal to the
magnetic tunnel junction, wherein the time-indepen-
dent DC signal is a product of the oscillating resis-
tance of the memory cell and the oscillating voltage;
and

(i1) compare the time-independent DC signal with a
reference signal to determine if the memory cell is in
the first resistance state or the second resistance state.

15. The magnetoresistive random access memory of claim
14 further comprising:

circuitry configured to measure, for each memory cell of
the plurality of memory cells, one of a current through
the magnetic tunnel junction of the memory cell or a
voltage across the magnetic tunnel junction of the
memory cell while applying the oscillating signal to the
magnetic tunnel junction of the memory cell.

16. The magnetoresistive random access memory of claim
14 further comprising:

circuitry configured to measure, for each memory cell of
the plurality of memory cells, one of a current through
the magnetic tunnel junction of the memory cell or a
voltage across the magnetic tunnel junction of the
memory cell while applying the oscillating signal
through a conductive line adjacent to the memory cell.

17. The magnetoresistive random access memory of claim
14 wherein the sensing unit is configured to apply an oscil-
lating signal with a frequency which matches a resonance
frequency of the memory cells in one of a high state or a low
state.

18. The magnetoresistive random access memory of claim
14 wherein the sensing unit is configured to apply a bias
signal to the magnetic tunnel junction of each of the plurality
of memory cells to increase a resistance non-linearity.

19. The magneto resistive random access memory of claim
14 wherein the oscillating signal comprises a current having
an amplitude substantially lower than an average switching
current of a plurality of magnetic tunnel junctions.

20. The magneto resistive random access memory of claim
14 wherein the oscillating signal comprises a magnetic field
having an amplitude substantially lower than an average
switching field of a plurality of magnetic tunnel junctions.
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